FEATURES APPLICATIONS

Robust construction - Boosting from above ground water tanks

Cast iron construction to provide the longest life possible. - Boosting from below ground water sources

Self Priming - Light industrial use

Built-in ejector with guide vanes for optimum self-priming up
to 8m.

Constant Water Supply

The diaphragm tank ensures a constant water pressure in the
water supply and thereby limits the switching frequency of
the pump in case of low water consumption or leakage loss.

Automatic start / stop
The pressure switch automatically starts the pump according
to demand.

Built in protection
Built-in thermal and current protection to help ensure a
long life.
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OPERATING CONDITIONS DIMENSIONS

System pressure e
Max. 8 bar

Suction lift
Max: 8 metres, including suction pipe pressure loss at a
liquid temperature of 20 °C

Liquid temperature T
0°Cto35°C

Ambient temperature
Max. 40 °C

JPA 5-61 PT
& JPA 8-62 PT

Relative air humidity
Max. 95 %

TECHNICAL DATA

Mains voltage
1x240V, 50 Hz

1.1/2"

Enclosure class
IP44

JPA 12-51 PT

Insulation class
F

Sound pressure level
Below 77 dB(A)

Start/stop frequency

Max. 20 per hour JPA 5-61PT

JPA 8-62PT 22 1 1% | 264 | 637 | 662 33 "o
Approvals and markings JPA 12-51PT 27 1% | 14 | 595 - 230 29 NS
C-tick, CE, GOST i ‘\ -
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