FEATURES
Self-priming

With a suction-lift up to 7 metres, this booster unit is ideal
for pumping from below ground level. This feature makes the
booster unit suitable for a large variety of installations.

Robust design

The pump is made with materials that ensure excellent
corrosion resistance. The pump housing and impeller
are made of high quality stainless steel, while the rest
of the pump is electrophoretically painted.

User-friendly interface

The booster versions include a user-friendly interface with
LED indicators which shows, power on, pump running and
alarm indication.

Protective features

The Pressure Manager incorporates features to protect both
the pump and installation including dry running protection
and cycling alarm.

Easy installation

The booster unit is a compact solution, which makes
it suitable for most installations. Simply connect the
inlet and outlet and you have a fully operational
booster unit.

Integrated non-return valve
No additional fittings required for an above ground tank
installation.
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Home & Garden Range - BasicLine by Grundfos

APPLICATIONS

- Below and above ground water
source with a suction lift up to 7 metres
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OPERATING CONDITIONS DIMENSIONS

System pressure
Max. 6 bar :

Suction lift
Max. 7 metres, including suction pipe pressure loss "% O,
at a liquid temperature of 20 °C

Liquid temperature o
0°Cto40°C e—o |

Ambient temperature D
-20°Cto45°C

Relative air humidity w y

Max. 95 % A

TECHNICAL DATA

Mains voltage Power | Connections Dimensions (mm)
1x 240 V, 50 Hz (JP Booster PM) (kW) | outlet | Inlet | A B C

EnClosuraciass JP5 048 | 1"M | 1"M | 364 | 206 | 411 | 240 8.5
P44 IP6 092 [ 1"M | 1"M | 401 | 206 | 411 | 240 | 100

Insulation class
F

Sound pressure level
72dB

Start/stop frequency
Max. 100 per hour

Approvals and markings
CE, C-tick, GHOST TR




